UNIT – IV
RATE ANALYSIS-II:

Roofing: 	a) R.C.C. roof 10cm thick, two courses of flat tiles to top. 
	            b) A.C. corrugated sheet roofing on steel purlins.
Plastering :  	a) With L.M. (1:1.5) 2 coats (20mm thick)
		b) C.M. (1:4) 12mm thick.
Pointing:	a) With C.M. (1:3) flush pointing to R.R. Masonry.
		b) C.M. (1:3) for brick masonry.
Painting:	a) Whitewashing and colour washing of walls: 2 coats.
		b) Painting iron and woodwork: 3 coats.
Woodwork: 	Panelled doors and windows.
Road work:	W.B.M. road with bituminous carpet 20mm thick.
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UNIT-IV.
Ex.No.1 Prepare the rate analysis for two coats of 20 mm thick plastering for brick wall

e

Materials

Lime 0.072]cum. | 1132] 815
Sand 0.108]cu.m. 605] 65.34)
Labour

Mason (1l class) 22 550| 1210
Men Mazdoor 05 500] 250
Woman Mazdoor 32 500] 1600
Bhisti 0.07 450 315
Sundries T.and P etc

(miscellenous,

pettythings) Lumpsum 150|150
Total of materials and labour 3388
Water charges 1.5% 50.83
'Add 10% contractors profit 3388
Grand Total 3778|per10 Sq.m.

\ 3780
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Ex.No2: Prepare rate analysis of 12mm thick plastering for brick wall with

Cement 0.0 10500] _315]
sand 0.1 605|726

Labour

Mason (1 class) 11] EE

Men Mazdoor 03] 00| 250]

'Woman Mazdoor 11] 500 _s50]

Bhisti 0.07] as0| 31|

‘Sundries T. and P. tc

(miscellenous,

pettythings) Lumpsum| 150 150

Total of materials and labour 19741

Water charges 1.5% 23.612|

'Add 10% contractors profit 197.41]

Grand Total 2201.1[per105q.m.

4400|per 20 sg.m





image3.png
Ex.No6: Prepare rate analysis for pointing with CM (1:3) flush point to
random rubble masonry

Unit 105q.m-

Materils
Cement 0.023[cum. | 10500] 2415
Sand 0os8[cum. | 60s| 4114]
Labour

Mason (i class) 16{No. ss0| _sso)
Men Mazdoor 03N 500 _250]
Woman Mazdoor 11[No. 500 _s50]
Bhisti 007N aso| a1
Sundries T and P e

(miscellenous,

pettythings) Lumpsum 150 _150)
Total of materials and Iabour cost 2144]
Water charges 15% 5215
'Add 10% contractors profit 214.4]

Grand Total 2391[peri0sqm
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Ex No.8 Prepare the rate analysis of painting on iron work- 3 Coats

Unit :10 Sq.m.
Patticulas  [Quantity [Units[Rate [Cost [Remarks |
Materials
Ready mix paint 2.633 lit 250] 658.25
Labour
Painter 1.6 600 960
Sundries Brushes etc.. |Lump sum 450] 450

Total cost of materials and labour| 2068.3
Add 10% contractors profit| 206.83

Grand Total| 2275.1| per 10 Sq.m
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Ex No.9 Prepare the rate analysis for teak wood for frames, trusses including
straps and iron work

Unit :1 cu.m

Particutars  [Quantity [Units  [Rate [Cost [Remarks ]
Materials
Teak 1 cu.m. 161,000] 161000
Labour
Carpenter 17.7|No 600 10620
Man Mazdoor 25.3|No 500 12650
Sundries T and P etc.. 150 150

Total cost of materials and labour| 184420

Add 10% contractors profit| 18442
Grand Total| 202862 per 1 cum.

2,02,870/-




